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Customer Feedback
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GNU GPL INFORMATION

Yealink SIP-T46G IP phone firmware contains third -party software under the GNU General Public License
(GPL). Yealink uses software under the specific terms of the GPL. Please refer to the GPL for the exact terms

and conditions of the license.

The original GPL license, source code of components licensed under GPL and used in Yealink products can
be download ed online :

http://www.yealink.com/GPLOpenSource.aspx?BaselnfoCateld=293&NewsCat eld=293&Cateld=293
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About This Guide

About This Guide

Note

Thank you for choosing the SIP-T46G IP Phone, an ultra-elegant gigabit IP Phone which is
exquisitely designed to provide business telephony features , such as Call Hold, Call
Transfer, Busy Lamp Field, Multicast Paging and Conference over an IP network.

This guide provides everything you need to quickly use your new phone. First, verify
with your system administrator that the IP network is ready for phone co nfiguration. Also
be sure to read the Pack aging Contents and Regulatory Notices sections in this guide

before you set up and use the SIP -T46G IP phone.

If this is your first time using the SIRT46G IP phone, we recommend that you first refer to
the Quick Installation Guide and Quick Reference Guide , available online

http://www.yealink.com/SupportDownloadfiles_detail.aspx?Cateld=310&flag=142

Shared Line, Busy Lamp Field List, Network Directory and Network Call Log features are
hidden for IP phones in neutral firmware version, which are designed for BroadWorks
environment . Please contact your system administrator ~ for more information .

In This Guide

Topics provided in this guide include:
Chapter 1 Overview
Chapter 2 Getting Started
Chapter 3  Customizing Your Phone
Chapter 4  Basic Call Features

Chapter 5 Advanced Phone Features

Summary of Changes

This section describes the changes to this guide for each release and guide version.

Changes for Release 72, Guide Version 72.2

Major updates have occurred to the following sections:

Documentation s on page 8

Packag ing Contents on page 9


http://www.yealink.com/SupportDownloadfiles_detail.aspx?CateId=310&flag=142
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Changes for Release 72, Guide Version 72.1

Major updates have occurred to the following sections:

LED Instructions on page 4
Backlight on page 20
Contrast on page 21

Anonymous Call on page 116

Changes for Release 71, Guide Version 71.180

Major updates have occurred to the following sections:

Line Keys on page 60
Hot Desking on page 123
Troubleshooting on page 143

Appendix A - Time Zones on page 155

Changes for Release 71, Guide Version 71.150

Major updates have occurred to the following sections:

Bluetooth Headset on page 55
Remote Phone Book on page 49
Line Keys on page 60
Anonymous Call on page 116
Troubleshooting on page 143

Appendix A - Time Zones on page 155
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Overview

Overview

This chapter provides the overview o fthe SIRT46G IP phone . Topics include :

Hardware Component  Instructions
Icon Instructions
LED Instructions
User Interface s

Documentation s

If you require additional information or assistance with your new phone , contact your
system administrator.

Hardware Component Instructions

The main hardware components of the SIP  -T46G IP phone are the LCD screen and the
keypad.
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Hardware component instructions of the SIP  -T46G IP phone are:

Item

Description

n LCD Screen

Shows information about calls, messages, soft keys,
time, date and other relevant data

A Cal | i nffcalleriy dali doration
A 1 c(tomesample , @ )
A Missed call text or second

A Prompt text "Sakingrconégxfiemp | e,
ATime and date

Y Power Indicat or LED

Indicates phone power and some feature statuses.

2 Line Keys

Use these keys to activ ate up to six accounts and assign

various feature s.

. HEADSETKey Toggles and indicates the headset mode.
M UTEKey Toggles and indicates mute feature .
M ESSAGE Key Accesses voice messages .
HOLD Key Places a call on hold or resume s a held call.
REDIAL Key Redials a previously dialed number.
TRANSFERKey Transfers a call to another party .

p Speaker phone Key

Toggles the hands -free speakerphone mode.

t Volume Key

Adjusts the volume of the handset, headset, speaker,

and ring er.

u Keypad

Provides the digits, letters and special characters in

context -sensitive applications.

OOOO

Scroll through the displayed information.

>

Confirm s actions or answers incoming call  s.

®

Cancel s actions or rejects incoming call  s.

W | Soft Keys

Label automatically to identi fy their context -sensitive

feature s.
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Icon Instructions

Icons appearing on the

LCD screen are described in the following table:

Icons

Description

Network is unavailable

L g

Registered successfully

Regist er fail ed

P

Registering

<)

Hands -free s peakerphone mode

o

Handset mode

»)

Headset mode

b

a
(g}

Multi -lingual lowercase letters input mode

s i{
@]

B

Multi -lingual upper case letters input mode

\e]
1]
ux]

Alphanumeric input mode

[y
]
Y8}

Numeric input mode

=
o
0

Multi -lingual uppercase and lowercase letters

input mode

Voice Mail

Text Message

Auto Answer

0 » H E

Do Not Disturb

= Call Forward
@ Call Hold
Call Mute
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Icons

Description

i

Ring er volume is 0

Keypad Lock

Received Calls

Placed Calls

L = ¢ ®

Missed Call s

Recording box is full

A call cannot be recorded

Recording starts successfully

Recording cannot be started

Recording cannot be stopped

Bluetooth

Bluetooth headset is both paired and connected

L IEGREEEE -1 - SECES -

Conference

The contact icon

The default caller photo

LED Instructions

Power Indicat or LED

Solid red

Fast flashing red (300ms)

Slow f lashing red (1s)

Off

LED Status

Description
The phone is initializing.
The phone is ringing .
The phone receives a text message or voice

The phone is power ed off.

The phone is idle.

mail.
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Note

LED Status Description

The phone is busy.
The call is placed on hold or is held.
The call is mute.

Line key LED
LED Status Description

The line is seized .

Solid green
The line is in conversation .

Fast flashing green The line receives an incoming call

Slow flashing green The call is placed on hold.

Off The line is inactive.

Line key LED (configured as a BLF key)

LED Status Description
Solid green The monitored user is idle .
Fast flashing red (200ms) The monitored user receives an incoming call
Solid red The monitored user is busy .

91

The call is parked against the monitored user
) phone number.
Slow flashing red (1s) ) . o
The monitored user® conversation is placed on

hold.

Off The monitored user does not exist .

Line key LED (used as page a switch key)

LED Status Description

) There is a parked call on the line key of the
Solid red

non-current page.

) The line receives an incoming call  on the line key of
Fast flashing green

the non-current page .

) The monitored user receives an incoming call  on
Fast flashing red )
the line key of the non-current page .

Off The line keys are idle.

The above introduce s the default LED status. The statuses of the p ower indicat or LED and
BLF key are configurable via web user interface. For more information, refer to
Yealink_SIP-T4X _IP_Phone_Family_Administrator_Guide .



User Guide for the SIRT46G IP Phone

User Interfaces

Two ways to customize configuration s of your SIRT46G IP phone:

The user interface on the IP phone.

The user interface in a web browser on your PC.

The hardware components keypad and LCD screen constitute the phone user interface

which allows the user to execute all call operation tasks and basic configuration

changes directly on the phone. In addition,

access all configuration settings. In many

you can use the web user interface to

cases, it is possible to use either the phone

user interface and/or the web user interface interchangeably. However, in some cases,

it is only possible to use one or the other interface to operate the phone and change

settings.

Phone User Interface

You can customize your phone by pressing the

Menu soft key to access the phone user

interface. The Advanced option is only accessible to the administrator , and the default

administrator password is oadmin 6 (case -sensitive ). For more information on

customizing your phone with the available options from the  phone user interface , refer

to Customizing Your Phone on page 19.

Web User Interface

In addition to the phone user interface, you can also cus

tomize your phone via web user

interface. In order to access  the web user interface, you need to know the IP address of

your new phone . To obtain the IP address, press the OK key on the phone . Enter the IP
address (e.g. , http://192.168.0.10 or 192.168.0.10 ) in the address bar of web browser on

user name and password are both  6admin 6

your PC. The default administrator

(case -sensitive).

The options you can use to customize the IP phone via phone user interface and/or via

web user interface are listed in the following table

Options

Phone User Interface

Web User Interface

Status
--IPv4
--MAC

--Firmware

--Network

--Phone

--Accounts

an

an

Basic Call Features

n
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Options Phone User Interface Web User Interface
--Auto Answer a
--Auto Redial a
--Call Completion a
--Call Forward a
--Call Waiting a
--Call Park a
--Call Pickup a
--Call Return a
--Conference
--Anonymous Call a
--Anonymous Call Rejection a
--DND a
Basic Phone Settings
--Language a a
--Time & Date a a
--Administrator Password a a
--Ring Tone s a a
--Contrast a
--Wallpaper a a
--Backlight a a
--Keypad Lock a a
--Call History Management a
--Contact Management a
--Local Directory a a
--Blacklist a a
--Remote Phone Book a
--LDAP a
--Dial Plan a
--DSS Keys a a
--Key as Send a a
--Hotline a a
--Live Dialpad a
--Emergency Number a
Advanced Phone F eature s
--BLF a
--Call Recording a
--Hot Desking a ~
--Intercom a a

--Multicast Paging

--Music on Hold

--ACD
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Options Phone User Interface Web User Interface
--Messages a
SIP Account
--User Option s
--Register Status a
--Account Status a
--Label a
--Display Name a
--Register Name a
--User Name a
--Password a a
--SIP Server 1/2 a
--Server Option
--Registrar Port
--Outbound Status a
--Outbound Proxy a
--NAT Traversal
--STUN Status a
--STUN Server a
Note The table above lists most of the feature options . Please refer to the rel evant section s for

more information .

Documentations

The following table shows documentations available for  the SIRT46G IP phone .

Name Contents Where found Language

Quick Installation Basic setup of the .
) In the package English
Guide phone

. Basic call features
Quick Reference

) and phone In the package English
Guide

customization s

Phone/Web user
interface settings
User Guide Basic call features On the website English
and advanced

phone features

Note You can also download the latest documentations online :
http://www.yealink.com/SupportDownloadfiles_detail.aspx?Cateld=310&flag=142



http://www.yealink.com/SupportDownloadfiles_detail.aspx?CateId=310&flag=142

Getting Started

Getting Started

This chapter provides the following basic installation instructions and information for

obtaining the best performa  nce with the SIP -T46G IP phone. Topics include :
Packag ing Contents
Phone Installation
Phone Initialization
Phone Status
Basic Network Settings
Registration

Idle Screen

If you require additional information or assistance with your new phone, contact your
system administrator.

Packaging Contents

The following components are included in your SIP-T46G IP phone package:

SIRT46G IP Phone

Phone Stand

Yealink
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Wall Mount Bracket (Optional)

Power Adapter (Optional)

Handset & Handset Cord

...... -\\\\\\\
R,
2

2

S

Y
Qq
T

<>
nnnmnm\\\\\\n-"//})‘\\

Ethernet Cable

Check th e list before installation. If you find anything missing, contact your

administrator.

10

system
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Phone Installation

If your phone is already installed , proceed to Phone Initialization on page 13.
This section introduces how to install the phone :

1) Attachthe stand orthe optional wall mount bracket
2) Connect the handset and optional headset

3) Connect the network and power

1) Attachthe stand orthe optional wall mount bracket

Desk M ount Method

(=2 =
= |
— —
[ —
[ =
== [

SIS

SEEBO0

S——

Note The wall mount bracket should be purchased separately . For more information on how to
attach the wall mount bracket, refer to Yealink Wall Mount Quick  Installation Guide for
T4X IP Phones.

11
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Note

12

2)

3)

Connect the handset and optional headset

4% Bluetooth USB Dongle BT40

-@’
Wireless Headset Adapter EHS36

The headset , wireless headset adapter EHS36 and Bluetooth USB dongle  BT40 should be
purchased separately .

The EXT port can also be used to connect an expansion module EXP40.

For more information on howto use EHS36, EXP40 and Bluetooth USB Dongle BT40, refer
to Yealink EHS36 User Guide, Yealink EXP40 User Guide and Yealink Bluetooth USB
Dongle BT40 User Guide .

Connect the network and power

You have two options for power and network connections. Your system administrator will

advise you which one to use.

AC power (Optional)

Power over Ethernet (PoE)

AC Power (Optional)

To connect the AC power :

1.

Connect the DC plug on the power adapter to the DC5V port on the phone and
connect the other end of the power adapter i nto an electrical power outlet.

Connect theincluded or a standard  Ethernet cable between the Internet port on the

phone and the one on the wall or switch/hub device port.

Power Adapter
(DC 5V)

Internet

PC Connection
(Optional)
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Power over Ethernet

With the included or a regular Ethernet cable, the SIRT46G IP phone can be powered
from a PoE -compliant switch or hub.

To connect the PoE :

1. Connect the Ethernet cable between  the Internet port on the phone and an
available port on the in  -line power switch/hub.

|IEEE 802.3af compliant
PoE Hub/Switch

PC Connection
(Optional) g
ui\ Ve O &
OECed0
Note Ifinl i ne power switch/ hub is provided, you doi

adapter. Make sure the switch/hub is POE ~ -compliant.

The phone can also share the network with another network device suchas a PC
(personal computer) . It is an optional connection.

Important! Do not unplug or remove power to the phone while it is updating firmware
and configuration s.

Phone Initialization

After your phone is powered on, the system boots up and performs the following steps:
Automatic Phone Initialization

The phone finishes the initialization by loading the saved configuration. The LCD screen
displays "Initializi ngigtRlzasiens.e wai t" during th

DHCP (Dynamic Host Configuration Protocol)

The phone attempts to contact a DHCP server in your network to obtain valid IPv4
network settings (e.g., IP address, subnet mask, default gateway address and DNS
address ) by default.

Note If your network does not use DHCP, proceed to Basic Network Settings on page 15.

13
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Phone Status

You can view phone status via phone user i nterface or web user interface.

Available information of phone status includes:

Network status (e.g., IPv4 status, IPv6 status, IP address mode and MAC address ).

Phone status (e.g., device model, hardware version, firmware version , product ID,

MAC address and device certificate status).

Account status (e.g., register status of SIP accounts) .

Note You can view device certificate status via phone user interface only.

To view the phone status via phone user interface:

1. Press , or press Menu -> Status.

2. Press @ or @ to scroll through the listand  view the specific information.

To view the phone status via web user interface:

1. Open the web browser o n your computer.
2. EnterthelPaddress i n the br ows e andthenapiedsrtre Enter keg.r

3. Enterthe user name (admin) and password (admin) inthe login page .

4. Click Confirm to login .

14



